	                        RDKB RPI4 32b GW Build Sanity Test Results

· Flashed GW 32b dunfell build in rpi4 
· Goto RG console

Summary Table
	S.No
	Sanity tested on
	Status

	1
	erouter0 interface got Wan IP 
	Pass

	2
	brlan0 interface got default LAN IP
	Pass

	3
	Able to take SSH Connection
	Pass

	4
	All CCSP process are running
	Pass

	5
	Able to Ping www.google.com
	Pass

	6
	All systemd services are running
	Pass

	7
	Able to connect LAN client
	Pass

	8
	LAN client got IP from default pool range
	Pass

	9
	LAN client should open with CaptivePortal Page
	Pass

	10
	Able to connect wireless client
	Pass

	11
	Wireless client got IP from default pool range
	Pass

	12
	Wireless client can access the CaptivePortal Page
	Pass

	13
	Internet should work on Connected clients after changing the default credentials
	Pass

	14
	Using dmcli to check the  CCSP TR-181 DataModels  
	Pass

	15
	WebUI page should be loaded on Connected clients after changing the default credentials
	[bookmark: _GoBack]Pass

	16
	WebUI page should be loaded through erouter0IP via RM
	Pass

	17
	hostapd systemd service should be in running 
	Pass

	18
	wlan0 and wlan1 interfaces should be UP and RUNNING
	Pass

	19
	All ccsp logs files should be generated in /rdklogs/logs folder
	Pass










erouter0 IPv4 address
erouter0 should have valid IP based on the wan configuration 
[image: ]
brlan0 IPv4 Address
                        brlan0 IPv4 should be 10.0.0.1 ( i,e Default IP Address )

[image: ]





Able to take SSH from WAN IP
                     ssh from WAN to erouter0 IP should be successful
[image: ]

Internet Testing on RPI
· erouter0 Interface should have Ipv4 Address
· verify the ping www.google.com on RPI
· RPI shouldn't lose the Internet
[image: ]
LAN client IPv4 and Internet 
                   Lan clients should get IPv4 address in the range of 10 series(i,e default DHCP server pool range) and captive portal page should be loaded.
[image: ]
CCSP Process Status
                All ccsp process should be Up and corresponding DataModel parameters should be loaded properly.
[image: ]
Logs
                 All ccsp logs will be generated in /rdklogs/logs folder 
[image: ]
Systemd Status

root@RaspberryPi-Gateway:~# systemctl status
● RaspberryPi-Gateway
    State: degraded
     Jobs: 1 queued
   Failed: 2 units
    Since: Thu 1970-01-01 00:00:03 UTC; 53 years 10 months ago
   CGroup: /
           ├─user.slice 
           │ └─user-0.slice 
           │   ├─session-c1.scope 
           │   │ ├─411 /bin/login -f
           │   │ └─986 -sh
           │   └─user@0.service …
           │     └─init.scope 
           │       ├─887 /lib/systemd/systemd --user
           │       └─889 (sd-pam)
           ├─init.scope 
           │ └─1 /sbin/init
           └─system.slice 
             ├─CcspTr069PaSsp.service 
             │ └─2026 /usr/bin/CcspTr069PaSsp -subsys eRT.
             ├─rbus_session_mgr.service 
             │ └─408 /usr/bin/rbus_session_mgr
             ├─notifyComp.service 
             │ └─1977 /usr/bin/notify_comp -subsys eRT.
             ├─CcspTandDSsp.service 
             │ ├─1953 /usr/bin/CcspTandDSsp -subsys eRT.
             │ ├─2128 /bin/sh /usr/ccsp/tad/self_heal_connectivity_test.sh
             │ ├─2132 /bin/sh /usr/ccsp/tad/resource_monitor.sh
             │ ├─2425 sleep 2624
             │ └─2477 sleep 900
             ├─CcspAdvSecuritySsp.service 
             │ └─21061 sleep 30
             ├─hostapd.service 
             │ └─3980 /usr/sbin/hostapd -g /var/run/hostapd/global -B -P /var/run/hostapd-global.pid
             ├─snmpSubAgent.service 
             │ └─1974 /usr/bin/snmp_subagent &
             ├─dbus.service 
             │ └─247 /usr/bin/dbus-daemon --system --address=systemd: --nofork --nopidfile --systemd-activation --syslog-only
             ├─rbus.service 
             │ └─283 /usr/bin/rtrouted
             ├─CcspXdnsSsp.service 
             │ └─2027 /usr/bin/CcspXdnsSsp -subsys eRT.
             ├─parodus.service 
             │ └─2460 /usr/bin/parodus --hw-model=RPI --hw-serial-number=10000000e57e4355 --hw-manufacturer=Raspberry --hw-last-reboot-reason=unknown --fw-name=rdkb-generic-broadband-image_rdk-next_20231102082856 --boot-time=1698829456 --hw-mac=D8:3A:DD:3C:5A:29 --webpa-ping-time=180 --webpa-interface-used=erouter0 --webpa-url=http://54.148.37.189:8080 --webpa-backoff-max=9 --parodus-local-url=tcp://127.0.0.1:6666 --partner-id=comcast --ssl-cert-path=/etc/ssl/certs/ca-certificates.crt --force-ipv4
             ├─utopia.service 
             │ ├─  353 klogd -c 6
             │ ├─  356 syslogd -l 6
             │ ├─  383 syseventd
             │ ├─  402 /usr/bin/syseventd_fork_helper 12
             │ ├─  807 crond -l 9
             │ ├─ 1128 trigger
             │ ├─ 1293 dropbear -R -E -a -r /tmp/.dropbear/dropcfg11024 -r /tmp/.dropbear/dropcfg21024 -p []:22 -P /var/run/dropbear.pid -B
             │ ├─ 1846 IGD brlan0
             │ ├─ 3332 zebra -d -f /var/zebra.conf -P 0
             │ ├─ 3366 nfq_handler 4
             │ ├─ 4495 dnsmasq -P 4096 -C /var/dnsmasq.conf
             │ ├─ 8753 dropbear -R -E -a -r /tmp/.dropbear/dropcfg11024 -r /tmp/.dropbear/dropcfg21024 -p []:22 -P /var/run/dropbear.pid -B
             │ ├─ 8759 -sh
             │ ├─21128 systemctl status
             │ └─21129 /bin/cat
             ├─rbus_log.service 
             │ ├─  405 /bin/sh /usr/bin/rbus_log_capture.sh
             │ └─21065 sleep 10
             ├─system-getty.slice 
             │ └─getty@tty1.service 
             │   └─404 /sbin/agetty -o -p -- \u --noclear tty1 linux
             ├─RdkCellularManager.service 
             │ └─920 /usr/bin/cellularmanager -subsys eRT.
             ├─CcspLMLite.service 
             │ └─2035 /usr/bin/CcspLMLite -subsys eRT.
             ├─CcspPandMSsp.service 
             │ └─1044 /usr/bin/CcspPandMSsp -subsys eRT.
             ├─systemd-logind.service 
             │ └─307 /lib/systemd/systemd-logind
             ├─rdkbLogMonitor.service 
             │ ├─  926 /bin/sh /rdklogger/rdkbLogMonitor.sh
             │ └─20629 sleep 60
             ├─PsmSsp.service 
             │ └─435 /usr/bin/PsmSsp -subsys eRT.
             ├─systemd-udevd.service 
             │ └─184 /lib/systemd/systemd-udevd
             ├─webpabroadband.service 
             │ └─7186 /usr/bin/webpa &
             ├─CcspEthAgent.service 
             │ └─1969 /usr/bin/CcspEthAgent -subsys eRT.
             ├─busybox-syslog.service 
             │ └─246 /sbin/syslogd -n
             ├─dobby.service 
             │ └─257 /usr/sbin/DobbyDaemon --nofork --noconsole --journald
             ├─snmpd.service 
             │ └─284 /usr/sbin/snmpd -f -C -c /usr/ccsp/snmp/snmpd.conf -M /usr/share/snmp/mibs -Le
             ├─RdkWanManager.service 
             │ ├─ 897 /usr/rdk/wanmanager/wanmanager -subsys eRT.
             │ ├─1075 netmonitor
             │ └─3324 udhcpc -O 122 -i erouter0 -p /tmp/udhcpc.erouter0.pid -s /etc/udhcpc.script -R
             ├─systemd-journald.service 
             │ └─161 /lib/systemd/systemd-journald
             ├─busybox-klogd.service 
             │ └─245 /sbin/klogd -n
             ├─RdkFwUpgradeManager.service 
             │ └─915 /usr/bin/fwupgrademanager -subsys eRT.
             ├─ntpd.service 
             │ └─1964 /usr/sbin/ntpd -N -p 0.pool.ntp.org -p 1.pool.ntp.org -p 2.pool.ntp.org -p 3.pool.ntp.org
             ├─ccspwifiagent.service 
             │ ├─1986 /usr/bin/CcspWifiSsp -subsys eRT. 2
             │ ├─6743 iw event -f
             │ └─6754 iw event -f
             ├─usp-pa.service 
             │ └─3283 /usr/bin/UspPa -v1 --resetfile /etc/usp-pa/usp_factory_reset.conf --truststore /etc/usp-pa/usp_truststore.pem --interface erouter0 --log syslog --dbfile /nvram/usp-pa.db
             ├─meshAgent.service 
             │ └─6966 /usr/bin/meshAgent -subsys eRT.
             ├─CcspWebUI.service 
             │ ├─ 1952 /bin/sh /lib/rdk/brlan0_check.sh
             │ ├─ 3898 lighttpd -f /etc/lighttpd.conf
             │ └─21117 sleep 10
             ├─RdkVlanManager.service 
             │ └─439 /usr/bin/VlanManager -subsys eRT.
             └─CcspCrSsp.service 
               └─426 /usr/bin/CcspCrSsp -subsys eRT.

WebUI Test on RPI
                 WebUI should be loaded in Webbrowser by using erouter0 IPv4 Address(i,e erouter0ip:80) and login should be successful
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WiFi Status
root@RaspberryPi-Gateway:~# brctl show
bridge name	bridge id		STP enabled	interfaces
br0		8000.000000000000	no		
br106		8000.000000000000	no		
br403		8000.000000000000	no		
brebhaul		8000.000000000000	no		
brlan0		8000.00e04e6b71e0	no		eth1
							wlan0
							wlan1
brlan3		8000.9ea2f4d5ed96	no		wlan2

root@RaspberryPi-Gateway:~# iw dev
phy#2
	Interface wlan2
		ifindex 11
		wdev 0x200000001
		addr 9e:a2:f4:d5:ed:96
		type AP
		txpower 12.00 dBm
phy#1
	Interface wlan1
		ifindex 10
		wdev 0x100000001
		addr 9c:a2:f4:d5:ed:96
		ssid RPi3_RDKB-AP1
		type AP
		txpower 12.00 dBm
phy#0
	Interface wlan0
		ifindex 9
		wdev 0x1
		addr d8:3a:dd:3c:5a:2b
		ssid RPi3_RDKB-AP0
		type AP
		channel 6 (2437 MHz), width: 20 MHz, center1: 2437 MHz
		txpower 31.00 dBm
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Activities ® Microsoft Edge ~ Nov2 15:42

R [R[® RT[- [R

A Notsecure | 192.168.2.114;

Gateway > Login

Please login to view and manage your Gateway setings.
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Activities () Terminal ~ Nov2 15:37 %

m ad@akhil: ~ Q =
ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -
2027 root ©:00 /usr/bin/CcspXdnsSsp -subsys eRT.

2035 non-root ©:00 /usr/bin/CcspLMLite -subsys eRT.

6966 root 0:00 /usr/bin/meshAgent -subsys eRT.

9351 root ©:00 grep eRT*

root@RaspberryPi-Gatewa,
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gateway
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa
erouterd® Link encap:Ethernet HWaddr D8:3A:DD:3C:5A:29

inet addr:192.168.2.114 Bcast:0.0.0.0 Mask:255.255.255.0

inet6 addr: fese::da3a:ddff:fe3c:5a29/64 Scope:Link

UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1

RX packets:6093 errors:0 dropped:811 overruns:0 frame

TX packets:577 errors:0 dropped:0 overruns:0 carrier:@

collisions:0 txqueuelen:1000

RX bytes:497669 (486.0 KiB) TX bytes:75990 (74.2 KiB)

root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gatewa
root@RaspberryPi-Gateway:~# cat /version.txt

imagenane: rdkb-generic-broadband-image_rdk-next_26231102082856
BRANCH=rdk-next

YOCTO_VERSION=dunfell

VERSION=5.11.02.23

SPIN
BUILD_TIME="2023-11-62 08:28:56"

Generated on Thu Nov 02 08:28:56 UTC 2023
root@RaspberryPi-Gateway:~# [|
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Activities () Terminal ~ Nov2 15:38 %

m ad@akhil: ~ & E

ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -

erouter® Link encap:Ethernet HWaddr D8:3A:DD:3C:5A:29

inet addr:192.168.2.114 Bcast:0.0.0.0 Mask:255.255.255.0
inet6 addr: fese::da3a:ddff:fe3c:5a29/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:6093 errors:0 dropped:811 overruns: fram
TX packets:577 errors:0 dropped:0 overruns:0 carrier:@
collisions:0 txqueuelen:1000

RX bytes:497669 (486.0 KiB) TX bytes:75990 (74.2 KiB)

root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gateway:~# cat /version.txt
imagenane: rdkb-generic-broadband-image_rdk-next_20231102082856
BRANCH=rdk-next
YOCTO_VERSTON=dunfell
VERSTON=5.11.02.23
SPIN
BUILD_TIME="2023-11-02 08:28:56"
Generated on Thu Nov 02 ©08:28:56 UTC 2023
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~# ifconfig brlano
brlane  Link encap:Ethernet HWaddr 00:E0:4E:6B:71:EQ
inet addr:10.0.6.1 Bcast:10.0.0.255 Mask:255.255.255.0
inet6 addr: fese::7cib:deff:fecd:1669/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:@ errors:0 dropped:0 overruns:0 frame:0
TX packets:65 errors:0 dropped:@ overruns:@ carrier:@
collisions:0 txqueuelen:1000
RX bytes:0 (0.0 B) TX bytes:22574 (22.0 KiB)

root@RaspberryPi-Gateway:~# []
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Activities () Terminal ~ Nov2 15:39 %

m ad@akhil: ~ & E

ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -

adaakhil:~$ ssh root@192.168.2.114

IT IS POSSIBLE THAT SOMEONE IS DOING SOMETHING NASTY!
Someone could be eavesdropping on you right now (man-in-the-middle attack)!
It is also possible that a host key has just been changed.
The fingerprint for the ECDSA key sent by the remote host is
SHA256: 2 JRBVa ] 7IMIVGKSHHGOS1FU11xCLj0hoB+0d5GFpMU .
Please contact your system administrator.
Add correct host key in /home/ad/.ssh/known_hosts to get rid of this message.
Offending ECDSA key in /home/ad/.ssh/known_hosts:247
remove with:
ssh-keygen -f "/home/ad/.ssh/known_hosts" -R "192.168.2.114"
ECDSA host key for 192.168.2.114 has changed and you have requested strict checking.
Host key verification failed.
ad@akhil:~$  ssh-keygen -f "/home/ad/.ssh/known_hosts" -R "192.168.2.114"
# Host 192.168.2.114 found: line 247
/home/ad] .ssh/known_hosts updated.
Original contents retained as /home/ad/.ssh/known_hosts.old
ad@akhil:~$ ssh root@192.168.2.114
The authenticity of host '192.168.2.114 (192.168.2.114)' can't be established.
ECDSA key fingerprint is SHA256:zjRBvaj7IMIVGKSHHGOS1fU11xjC1j0ho+0dSGFpMU.
Are you sure you want to continue connecting (yes/no/[fingerprint])? yes
Warning: Permanently added '192.168.2.114' (ECDSA) to the list of known hosts.
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~# cat /version.txt
imagenane: rdkb-generic-broadband-inage_rdk-next_20231102082856
BRANCH=rdk-next
YOCTO_VERSION=dunfell
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Activities () Terminal ~ Nov2 15:40 %

m ad@akhil: ~ & E

ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -

RX bytes:0 (0.0 B) TX bytes:22574 (22.0 KiB)

root@RaspberryPi-Gatewa,
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gatewa:
root@RaspberryPi-Gateway:~# ifconfig erouter®
erouterd® Link encap:Ethernet HWaddr D8:3A:DD:3C:5A:29
inet addr:192.168.2.114 Bcast:0.0.0.0 Mask:255.255.255.0
inet6 addr: fese::da3a:ddff:fe3c:5a29/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:8825 errors:0 dropped:1227 overruns:@ frame:@
TX packets:681 errors:0 dropped:0 overruns:0 carrier:e
collisions:0 txqueuelen:1000
RX bytes:680861 (664.9 KiB) TX bytes:88574 (86.4 KiB)

LY

root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#

root@RaspberryPi-Gateway:~# ping www.google.con

PING www.google.com (172.217.163.196): 56 data bytes

64 bytes from 172.217.163.196: se tine=24.896 ms
64 bytes from 172.217.163.196
64 bytes from 172.217.163.196
64 bytes from 172.217.163.196
64 bytes from 172.217.163.196

time=50.972 ms
seq= time=13.360 ms
time=2.201 ms

64 bytes from 172.217.163.196: sex
AC

www.google.con ping statistics -
6 packets transnitted, 6 packets received, 0% packet loss

round-trip min/avg/max/mdev = 1.919/16.134/50.972/17.583 ms
root@RaspberryPi-Gatewa
root@RaspberryPi-Gatewa
root@RaspberryPi-Gateway:~# []
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Activities & Network Login ¥ Nov2 15:45

Hotspot Login

—
R E

—l

— English ¥

Welcome to RDKM Internet

This step is required to get your devices online

Your connection has been activated, but now we need to create
your personal Wi-Fi Name and Password.
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Activities () Terminal ~ Nov2 15:41 %
m ad@akhil: ~ Q = - s ®

ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -

root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~# ping www.google.con

PING www.google.com (172.217.163.196): 56 data bytes

64 bytes from 172.217.163.196: tine=24.896 ms
64 bytes from 172.217.163.196 tine=1.919 ms
64 bytes from 172.217.163.196: tine=3.456 ms
64 bytes from 172.217.163.196: tine=50.972 ms
64 bytes from 172.217.163.196: tine=13.360 ms
64 bytes from 172.217.163.196:

-- www.google.com ping statistics ---

6 packets transmitted, 6 packets received, 0% packet loss
round-trip min/avg/max/mdev = 1.919/16.134/50.972/17.583 ns
root@RaspberryPi-Gateway:~#

root@RaspberryPi-Gateway:~#

root@RaspberryPi-Gateway:~# ps -a | grep eRT*

426 non-root Jusr/bin/CcspCrssp -subsys eRT.

435 non-root Jusr/bin/PsmSsp -subsys eRT.

439 root /usr/bin/VianManager -subsys eRT.

897 non-root /Jusr/rdk/wanmanager /wanmanager -subsys eRT.
915 non-root /usr/bin/fwupgrademanager -subsys eRT.

920 root 0:00 /usr/bin/cellularmanager -subsys eRT
1044 root 0:03 /usr/bin/CcspPandMSsp -subsys eRT
1953 root 0:01 /usr/bin/CcspTandDSsp -subsys eRT
1969 non-root 0:00 /usr/bin/CcspEthAgent -subsys eRT.
1977 root 0:00 /usr/bin/notify_comp -subsys eRT
1986 root 0:03 /usr/bin/CcspWifiSsp -subsys eRT. 2
2026 non-root 0:02 /usr/bin/CcspTro69Passp -subsys eRT.
2027 root 0:00 /usr/bin/CcspXdnsSsp -subsys eRT
2035 non-root ©:00 /usr/bin/CcspLMLite -subsys eRT.
6966 root 0:00 /usr/bin/meshAgent -subsys eRT
20020 root ©:00 grep eRT*
root@RaspberryPi-Gateway:~#
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Activities () Terminal ~ Nov2 15:41 %

m ad@akhil: ~ Q = - s ®

ad@akhil: ~/rpi... ad@akhil: ~/Do... ad@akhil: ~/on... ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ ad@akhil: ~ -

6 packets transmitted, 6 packets received, 0% packet loss
round-trip min/avg/max/mdev = 1.919/16.134/50.972/17.583 ns
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~# ps -a | grep eRT*
426 non-root 0:00 /usr/bin/CcspCrSsp -subsys eRT.
435 non-root 0:02 /usr/bin/PsmSsp -subsys eRT.
439 root /usr/bin/VianManager -subsys eRT.
897 non-root /Jusr/rdk/wanmanager /wanmanager -subsys eRT.
915 non-root /usr/bin/fwupgrademanager -subsys eRT.

920 root /Jusr/bin/cellularmanager -subsys eRT.
1044 root /Jusr/bin/CcspPandSsp -subsys eRT.
1953 root /usr/bin/CcspTandDSsp -subsys eRT
1969 non-root Jusr/bin/CcspEthAgent -subsys eRT.
1977 root /Jusr/bin/notify_comp -subsys eRT
1986 root Jusr/bin/CcspWifiSsp -subsys eRT. 2
2626 non-root /usr/bin/CcspTro69Passp -subsys eRT.
2027 root Jusr/bin/CcspXdnsSsp -subsys eRT
2035 non-root Jusr/bin/CcspLMLite -subsys eRT.
6966 root /Jusr/bin/meshAgent -subsys eRT
20020 root ©:00 grep eRT*

root@RaspberryPi-Gatewa,
root@RaspberryPi-Gatewa:

# cd /rdklogs/logs/
rdklogs/logs# 1s

ADVSEClog. txt.0 EASYMESHCTLLog. txt.® PAMlog. txt.® WANMANAGERLog. txt.0 response. txt
ADVSEClog. txt.1 ETHAGENTLog. txt.® PARODUSlog. txt.® WEBPAlog. txt.® rtrouted.log
ArmConsolelog. txt.® FirewallDebug. txt PSMlog. txt.® WiFilog.txt.® swupdate. log
BootTime.log FwUpgradeManagerLog.txt.® SNMP.txt.® XDNSlog. txt.® telemetry.log
CRlog.txt.0 LM.txt.0 SelfHeal.txt.0 demrfc.log telemetry2_0.txt.o
CapDebug. txt MeshAgentLog. txt.® SelfHealAggressive. txt demscript.log webui.log
CellularManagerLog.txt.® MnetDebug.txt TDMlog. txt.0 eth_telemetry. txt wifihal.log
Consolelog. txt.® NOTIFYLog.txt.® TR6910g. txt.0 lighttpderror.log xconf_curl_httpcode
DNSInternetCheck.txt.® OnBoardingLog. txt.® w1 ANManagerLog. txt.® ocsp-support.log

root@RaspberryPi-Gateway: /rdklogs/logs# || AnyDesk
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