	         RDKB RPI4 64bit dunfell sanity Test Results

· Flashed GW 64bit dunfell build in rpi4 
· Goto RG console

Summary Table
	S.No
	Sanity tested on
	Status

	1
	erouter0 interface got Wan IP 
	Pass

	2
	brlan0 interface got default LAN IP
	Pass

	3
	Able to take SSH Connection
	Pass

	4
	All CCSP process are running
	Pass

	5
	Able to Ping www.google.com
	Pass

	6
	All systemd services are running
	Pass

	7
	Able to connect wireless client
	Pass

	8
	Wireless client got IP from default pool range
	Pass

	9
	Wireless client can access the CaptivePortal Page
	Pass

	10
	Internet should work on Connected clients after changing the default credentials
	Pass

	11
	Using dmcli to check the  CCSP TR-181 DataModels  
	Pass

	12
	WebUI page should be loaded on Connected clients after changing the default credentials
	[bookmark: _GoBack]Pass

	13
	WebUI page should be loaded through erouter0IP via RM
	Pass

	14
	wlan0 and wlan1 interfaces should be UP and RUNNING
	Pass

	15
	All ccsp logs files should be generated in /rdklogs/logs folder
	Pass

	16
	Lan clients should be connected and receive internet
	Pass












erouter0 IPv4 address
erouter0 should have valid IP based on the wan configuration .
[image: ]

brlan0 IPv4 address
                        brlan0 IPv4 should be 10.0.0.1 ( i,e Default IP Address )
[image: ]
Able to take SSH from WAN IP
                     ssh from WAN to erouter0 IP should be successful
[image: ]



Internet Testing on RPI
· erouter0 Interface should have Ipv4 Address
· verify the ping www.google.com on RPI
· RPI shouldn't lose the Internet

[image: ]CCSP Process Status
                All ccsp process should be Up and corresponding DataModel parameters should be loaded properly.
[image: ]
 Logs
                 All ccsp logs will be generated in /rdklogs/logs folder
[image: ]
Systemd Status
oot@RaspberryPi-Gateway:~# systemctl status
● RaspberryPi-Gateway
    State: starting
     Jobs: 1 queued
   Failed: 1 units
    Since: Thu 1970-01-01 00:00:03 UTC; 54 years 0 months ago
   CGroup: /
           ├─init.scope 
           │ └─1 /sbin/init
           └─system.slice 
             ├─CcspAdvSecuritySsp.service 
             │ └─12831 /usr/bin/CcspAdvSecuritySsp -subsys eRT.
             ├─CcspWebUI.service 
             │ ├─ 2090 /bin/sh /lib/rdk/brlan0_check.sh
             │ ├─ 3991 lighttpd -f /etc/lighttpd.conf
             │ └─12907 sleep 10
             ├─CcspEthAgent.service 
             │ └─2100 /usr/bin/CcspEthAgent -subsys eRT.
             ├─systemd-udevd.service 
             │ └─172 /lib/systemd/systemd-udevd
             ├─CcspPandMSsp.service 
             │ └─1175 /usr/bin/CcspPandMSsp -subsys eRT.
             ├─busybox-syslog.service 
             │ └─233 /sbin/syslogd -n
             ├─system-serial\x2dgetty.slice 
             │ └─serial-getty@ttyS0.service 
             │   ├─387 /bin/login -f
             │   └─903 -sh
             ├─rbus.service 
             │ └─261 /usr/bin/rtrouted
             ├─RdkVlanManager.service 
             │ └─453 /usr/bin/VlanManager -subsys eRT.
             ├─snmpSubAgent.service 
             │ └─2109 /usr/bin/snmp_subagent &
             ├─parodus.service 
             │ └─2507 /usr/bin/parodus --hw-model=RPI --hw-serial-number=100000007fe11c07 --hw-manufacturer=Raspberry --hw-last-reboot-reason=unknown --fw-name=rdkb-generic-broadband-image_rdk-next_20240108133904 --boot-time=1704704835 --hw-mac=E4:5F:01:D5:3C:10 --webpa-ping-time=180 --webpa-interface-used=erouter0 --webpa-url=http://52.88.248.43:8080 --webpa-backoff-max=9 --parodus-local-url=tcp://127.0.0.1:6666 --partner-id=comcast --ssl-cert-path=/etc/ssl/certs/ca-certificates.crt --force-ipv4
             ├─CcspTelemetry.service 
             │ ├─ 2529 /bin/sh /lib/rdk/StartDCM.sh
             │ ├─ 2743 /usr/bin/telemetry2_0
             │ └─12946 sleep 5
             ├─snmpd.service 
             │ └─259 /usr/sbin/snmpd -f -C -c /usr/ccsp/snmp/snmpd.conf -M /usr/share/snmp/mibs -Le
             ├─CcspXdnsSsp.service 
             │ └─2158 /usr/bin/CcspXdnsSsp -subsys eRT.
             ├─notifyComp.service 
             │ └─2128 /usr/bin/notify_comp -subsys eRT.
             ├─rdkbLogMonitor.service 
             │ ├─  951 /bin/sh /rdklogger/rdkbLogMonitor.sh
             │ └─12915 sleep 10
             ├─systemd-journald.service 
             │ └─154 /lib/systemd/systemd-journald
             ├─CcspTr069PaSsp.service 
             │ └─2148 /usr/bin/CcspTr069PaSsp -subsys eRT.
             ├─webpabroadband.service 
             │ └─3006 /usr/bin/webpa &
             ├─dsm.service 
             │ └─375 /usr/bin/dsm
             ├─rbus_session_mgr.service 
             │ └─385 /usr/bin/rbus_session_mgr
             ├─rbus_log.service 
             │ ├─  378 /bin/sh /usr/bin/rbus_log_capture.sh
             │ └─12919 sleep 10
             ├─PsmSsp.service 
             │ └─408 /usr/bin/PsmSsp -subsys eRT.
             ├─CcspCrSsp.service 
             │ └─397 /usr/bin/CcspCrSsp -subsys eRT.
             ├─CcspTandDSsp.service 
             │ ├─2092 /usr/bin/CcspTandDSsp -subsys eRT.
             │ ├─2348 /bin/sh /usr/ccsp/tad/self_heal_connectivity_test.sh
             │ ├─2351 /bin/sh /usr/ccsp/tad/resource_monitor.sh
             │ ├─2590 sleep 1051
             │ └─2603 sleep 900
             ├─utopia.service 
             │ ├─  324 klogd -c 6
             │ ├─  327 syslogd -l 6
             │ ├─  354 syseventd
             │ ├─  370 /usr/bin/syseventd_fork_helper 12
             │ ├─  784 crond -l 9
             │ ├─ 1074 trigger
             │ ├─ 1251 dropbear -R -E -a -r /tmp/.dropbear/dropcfg1968 -r /tmp/.dropbear/dropcfg2968 -p []:22 -P /var/run/dropbear.pid -B
             │ ├─ 1715 IGD brlan0
             │ ├─ 3440 zebra -d -f /var/zebra.conf -P 0
             │ ├─ 3464 nfq_handler 4
             │ ├─ 4312 dnsmasq -P 4096 -C /var/dnsmasq.conf
             │ ├─ 5411 dropbear -R -E -a -r /tmp/.dropbear/dropcfg1968 -r /tmp/.dropbear/dropcfg2968 -p []:22 -P /var/run/dropbear.pid -B
             │ ├─ 5415 -sh
             │ ├─12952 systemctl status
             │ └─12953 /bin/cat
             ├─RdkCellularManagerLite.service 
             │ └─1016 /usr/bin/cellularmanagerlite -subsys eRT.
             ├─RdkFwUpgradeManager.service 
             │ └─1028 /usr/bin/fwupgrademanager -subsys eRT.
             ├─RdkWanManager.service 
             │ ├─ 999 /usr/rdk/wanmanager/wanmanager -subsys eRT.
             │ ├─1301 netmonitor
             │ └─3412 udhcpc -i erouter0 -p /tmp/udhcpc.erouter0.pid -s /etc/udhcpc.script
             ├─usp-pa.service 
             │ └─3366 /usr/bin/UspPa -v1 --resetfile /etc/usp-pa/usp_factory_reset.conf --truststore /etc/usp-pa/usp_truststore.pem --interface erouter0 --log syslog --dbfile /nvram/usp-pa.db
             ├─CcspLMLite.service 
             │ └─2162 /usr/bin/CcspLMLite -subsys eRT.
             ├─onewifi.service 
             │ ├─10581 /usr/bin/OneWifi -subsys eRT.
             │ └─10621 /var/tmp/wifidb-server /opt/secure/wifi/rdkb-wifi.db --remote=punix:/var/tmp/wifidb.sock --unixctl=/var/tmp/wifi.ctl --log-file=/dev/null --detach
             ├─ntpd.service 
             │ └─2097 /usr/sbin/ntpd -N -p 0.pool.ntp.org -p 1.pool.ntp.org -p 2.pool.ntp.org -p 3.pool.ntp.org
             ├─busybox-klogd.service 
             │ └─232 /sbin/klogd -n
             └─system-getty.slice 
               └─getty@tty1.service 
                 └─376 /sbin/agetty -o -p -- \u --noclear tty1 linux

WebUI Test on RPI
                 WebUI should be loaded in Webbrowser by using erouter0 IPv4 Address(i,e erouter0ip:80) and login should be successful

[image: ]
WiFi Status
root@RaspberryPi-Gateway:~# brctl show
bridge name	bridge id		STP enabled	interfaces
br0		8000.000000000000	no		
br106		8000.000000000000	no		
br403		8000.000000000000	no		
brebhaul		8000.000000000000	no		
brlan0		8000.00e04e6b71e0	no		eth1
							wlan0
							wlan1

root@RaspberryPi-Gateway:~# iw dev
phy#2
	Interface wlan2
		ifindex 19
		wdev 0x200000001
		addr 1e:61:b4:36:d6:ed
		type managed
		txpower 12.00 dBm
phy#1
	Interface wlan1
		ifindex 18
		wdev 0x100000001
		addr 1c:61:b4:36:d6:ed
		ssid RPI_RDKB-AP1
		type AP
		txpower 12.00 dBm
phy#0
	Interface wlan0
		ifindex 17
		wdev 0x1
		addr e4:5f:01:d5:3c:11
		ssid RPI_RDKB-AP0
		type AP
		channel 1 (2412 MHz), width: 20 MHz, center1: 2412 MHz
		txpower 31.00 dBm
Captive Portal
[image: ]
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ECDSA key fingerprint is SHA256:KDVWSNXA410C07sSFXCX50KhRKWDAVIPCiCHSWTLBFS.
Are you sure you want to continue connecting (yes/no)? yes
Warning: Permanently added '192.168.2.209' (ECDSA) to the list of known hosts.

root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway:~# cat /version.txt
‘imagename: rdkb-generic-broadband-image_rdk-next_20240108133904
BRANCH=rdk-next
YOCTO_VERSION=dunfell
VERSION=5.01.08.24
SPIN=0
BUILD_TIME="2024-01-08 13:
Generated on Mon Jan 08 13:39:04 UTC 2024
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway:~# uname -a
Linux RaspberryPi-Gateway 5.10.52-v8 #1 SMP PREEMPT Mon Jan 8 10:
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway:~# ifconfig eroutere
eroutero Link encap:Ethernet HWaddr E4:5F:01:D5:3C:10
inet addr:192.168.2.209 Bcast:0.0.0.0 Mask:255.255.255.0
inet6 addr: feBo::e65f:1ff:fed5:3c10/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:4507 errors:@ dropped:634 overruns:0 frame:o
TX packets:382 errors:0 dropped:0 overruns:0 carrier:@
collisions:0 txqueuelen:1000
RX bytes:351891 (343.6 KiB) TX bytes:54981 (53.6 KiB)
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root@RaspberryPi-Gateway:~#

root@RaspberryPi-Gateway:~# cat /version.txt

‘imagename: rdkb-generic-broadband-image_rdk-next_20240108133904
BRANCH=rdk-next

YOCTO_VERSION=dunfell

VERSION=5.01.08.24

SPIN=0
BUILD_TIME="2024-01-08 1
sss Generated on Mon Jan 08 13:39:04 UTC 2024

25% root@RaspberryPi-Gateway:~# [ ]
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Tue 19:44
chtspc0041@chtspc0041-OptiPlex-7010: ~

BUILD_TIME="
Generated on Mon Jan 08 13:39:04 UTC 2024
root@RaspberryPi-Gateway:~#
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway:~# uname -a
Linux RaspberryPi-Gateway 5.10.52-v8 #1 SMP PREEMPT Mon Jan 8 10:
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway:~# ifconfig eroutere
eroutero Link encap:Ethernet HWaddr E4:5F:01:D5:3C:10

inet addr:192.168.2.209 Bcast:0.0.0.0 Mask:255.255.255.0

inet6 addr: feBo::e65f:1ff:fed5:3c10/64 Scope:Link

UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1

RX packets:4507 errors:@ dropped:634 overruns:0 frame:o

TX packets:382 errors:0 dropped:0 overruns:0 carrier:@

collisions:0 txqueuelen:1000

RX bytes:351891 (343.6 KiB) TX bytes:54981 (53.6 KiB)

LY

root@RaspberryPi-Gateway:~#

root@RaspberryPi-Gateway:~# cat /version.txt

‘imagenane: rdkb-generic-broadband-image_rdk-next_20240108133904
BRANCH=rdk-next

YOCTO_VERSION=dunfell

VERSION=5.01.08.24

SPIN=0
BUILD_TIME:

024-01-08 1.

root@RaspberryPi
root@RaspberryPi
root@RaspberryPi
root@RaspberryPi-Gateway:~# ifconfig brlano
brlane  Link encap:Ethernet HWaddr 00:E0:4E:6B:71:EQ
inet addr:10.6.0.1 Bcast:10.0.0.255 Mask:255.255.255.0
inet6 addr: feBo::9099:62ff:fe7b:7bc4/64 Scope:Link
UP BROADCAST MULTICAST MTU:1500 Metric:1
RX packets:0 errors:@ dropped:0 overruns
TX packets:13 errors:0 dropped:@ overrun:
collisions:0 txqueuelen:1000
RX bytes: (0.0 B) TX byte:

frame:0
carrier:0

062 (1.0 KiB)

root@RaspberryPi-Gateway:~# []

3 UTC 2024 aarch64 GNU/Linux
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chtspc0041@chtspc0041-0ptiPlex-701s

IT IS POSSIBLE THAT SOMEONE IS DOING SOMETHING NASTY!
Someone could be eavesdropping on you right now (man-in-the-middle attack)!
It is also possible that a host key has just been changed.
The fingerprint for the ECDSA key sent by the remote host is
SHA256 : KDVWBNXA410C07SSFXCXSOKhRKWDY JPCLCHSWTLBTS .

Please contact your system administrator.

Add correct host key in /home/chtspce0a1/.ssh/known_hosts to get rid of this message.
Offending ECDSA key in /home/chtspcoe41/.ssh/known_hosts:44

remove with:

Tue 19:44

chtspc0041@chtspc0041-OptiPlex-7010: ~

ssh-keygen -f "/home/chtspc0041/.ssh/known_hosts” -R "192.168.2.209"
ECDSA host key for 192.168.2.209 has changed and you have requested strict checking.

Host key verification failed.

chtspco041@chtspc0041-0ptiPlex-7010:~$  ssh-keygen -f "/home/chtspc0e41/.ssh/known_hosts” -R "192.168.2.209"

# Host 192.168.2.209 found: line 44
/home/chtspceo41/.ssh/known_hosts updated.

Original contents retained as /home/chtspce041/.ssh/known_hosts.old

chtspc0041@chtspc0041-0ptiPlex-7010:~5 ssh root@192.168.2.209
The authenticity of host '192.168.2.209 (192.168.2.209)' can't be established.
ECDSA key fingerprint is SHA256:KDVWSNXA410C07sSFXCX5OKhRKWDAVIPCiCHSWTLBFS.

Are you sure you want to continue connecting (yes/no)? yes
Warning: Permanently added '192.168.2.209' (ECDSA) to the list of known hosts.

root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway

LY

# cat /version.txt

‘imagename: rdkb-generic-broadband-image_rdk-next_20240108133904

BRANCH=rdk-next
YOCTO_VERSION=dunfell
VERSION=5.01.08.24
SPIN=0
BUILD_TIME="2024-01-08 1

Generated on Mon Jan 08 13:39:04 UTC 2024

#
#

root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway

#
#
-

root@RaspberryPi-Gateway
root@RaspberryPi-Gateway

rantEDacnherrubi - Catows,

# uname
Linux RaspberryPi-Gateway 5.10.52-v8 #1 SMP PREEMPT Mon Jan 8 10:

-a

43 UTC 2024 aarch64 GNU/Linux
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root@RaspberryPi-Gateway:~# ifconfig brlano

brlane  Link encap:Ethernet HWaddr 00:E0:4E:6B:71:EQ
inet addr:10.6.0.1 Bcast:10.0.0.255 Mask:255.255.255.0
inet6 addr: feBo::9099:62ff:fe7b:7bc4/64 Scope:Link
UP BROADCAST MULTICAST MTU:1500 Metric:1
RX packets:0 errors:@ dropped:0 overruns
TX packets:13 errors:0 dropped:@ overrun:
collisions:0 txqueuelen:1000
RX bytes:® (0.0 B) TX bytes:1062 (1.0 KiB)

frame:0
carrier:0

root@RaspberryPi-Gateway:
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway:~# ifconfig eroutere
erouterd Link encap:Ethernet HWaddr E4:5F:01:D5:3C:10
inet addr:192.168.2.209 Bcast:0.0.0.0 Mask:255.255.255.0
inet6 addr: feBo::e65f:1ff:fed5:3c10/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:5853 errors:@ dropped:854 overruns:0 frame:o
TX packets:447 errors:0 dropped:0 overruns:0 carrier:@
collisions:0 txqueuelen:1000
RX bytes:437589 (427.3 KiB) TX bytes:64081 (62.5 KiB)

#
#
#

root@RaspberryPi-Gateway:~# ping www.google.con

PING www.google.com (142.250.196.164): 56 data bytes

64 bytes from 142.250.196.164: tine=7.883 ms
64 bytes from 142.250.196.164: tine=1.704 ms
64 bytes from 142.250.196.164: tine=1.748 ms
64 bytes from 142.250.196.164: time=1.725 ms
64 bytes from 142.250.196.164: tine=1.699
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
64 bytes from 142.250.196.164:
rC

--- www.google.com ping statistics ---

12 packets transmitted, 12 packets received, 0% packet loss
eee round-trip min/avg/max/mdev = 1.665/2.249/7.883/1.699 ms
+es root@RaspberryPi-Gateway:~#

time=1.727 ns
time=1.762 ns
time=1.665
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inet addr:192.168.2.209 Bcast
inet6 addr: fego::e65f:1ff:fed
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1

RX packets:5853 errors:@ dropped:854 overruns:0 frame:o
TX packets:447 errors:0 dropped:0 overruns:0 carrier:@
collisions:0 txqueuelen:1000

RX bytes:437589 (427.3 KiB) TX bytes:64081 (62.5 KiB)

root@RaspberryPi-Gateway:~# ping www.google.con

PING www.google.com (142.250.196.164): 56 data bytes

64
64
64
64
64
64
64
64
64
64
64
64
~c

®
5
-
=
e
B

397
408
453
999

1016
1028
1175
2092
2100
2128
2148
2158
2162
10581
sss 10763

bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.
bytes.

from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164:
from 142.250.196.164: seq=11 ttl=119 time=1.865 ms

time=1.724 ns
time:
time:
time:

--- www.google.com ping statistics ---

12 packets transmitted, 12 packets received, 0% packet loss
round-trip min/avg/max/mdev = 1.665/2.249/7.883/1.699 ms
root@RaspberryPi-Gateway:~# ps -a | grep eRT*

non-root ©:00 /usr/bin/CcspCrssp -subsys eRT.
non-root ©:02 /usr/bin/PsmSsp -subsys eRT.

root ©:00 /usr/bin/VlanManager -subsys eRT.
non-root
root
non-root
root
root
non-root
root
non-root
root
non-root
root
root

Jusr /rdk/wanmanager /wanmanager -subsys eRT.
Jusr/bin/cellularnanagerlite -subsys eRT.
Jusr/bin/fuupgrademanager -subsys eRT.
Jusr/bin/CcspPandMSsp -subsys eRT.
Jusr/bin/CcspTandDSsp -subsys eRT.
Jusr/bin/CcspEthagent -subsys eRT.
Jusr/bin/notify_comp -subsys eRT.
Jusr/bin/CcspTra6oPassp -subsys eRT.
Jusr/bin/CcspXdnsssp -subsys eRT.
Jusr/bin/CcspLMLite -subsys eRT.
Jusr/bin/OneWifi -subsys eRT.

grep eRT*

Tue 19:46
chtspc0041@chtspc0041-OptiPlex-7010: ~
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142.250.196.164!
142.250.196.164!
142.250.196.164:
142.250.196.164:
142.250.196.164:
142.250.196.164!
142.250.196.164!

time=1.725

time=1.781
time=1.724
time:
time:
time:

142.250.196.164:
142.250.196.164:

seq=11 tt1=119 time=1.865 ms

--- www.google.com ping statistics ---

12 packets transmitted, 12 packets received, 0% packet loss
round-trip min/avg/max/mdev = 1.665/2.249/7.883/1.699 ms
root@RaspberryPi-Gateway:~# ps -a | grep eRT*

397 non-root ©:00 /usr/bin/CcspCrSsp -subsys eRT.

408 non-root 0:02 /usr/bin/PsmSsp -subsys eRT.

453 root ©:00 /usr/bin/VlanManager -subsys eRT.

999 non-root 0:01 /usr/rdk/wanmanager /wanmanager -subsys eRT.
1016 root 0:00 /usr/bin/cellularmanagerlite -subsys eRT
1628 non-root 0:00 /usr/bin/fwupgrademanager -subsys eRT.
1175 root 0:03 /usr/bin/CcspPandMSsp -subsys eRT

2092 root 0:01 /usr/bin/CcspTandDSsp -subsys eRT

2100 non-root 0:00 /usr/bin/CcspEthAgent -subsys eRT.

2128 root 0:00 /usr/bin/notify_comp -subsys eRT

2148 non-root ©:01 /usr/bin/CcspTro69Passp -subsys eRT.
2158 root 0:00 /usr/bin/CcspXdnsSsp -subsys eRT

2162 non-root ©:00 /usr/bin/CcspLMLite -subsys eRT.
10581 root 0:00 /usr/bin/OneWifi -subsys eRT
16763 root ©:00 grep eRT*

root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway
root@RaspberryPi-Gateway

# cd /rdklogs/logs/
rdklogs/logs# 1s

DNSInternetCheck.txt.e
ETHAGENTLog. txt.®
FirewallDebug. txt
FwUpgradeManagerLog. txt.®
LM.txt.0

MnetDebug. txt
CellularManagerlog.txt.® NOTIFYLog.txt.®
Consolelog. txt.0 OnBoardingLog. txt.®
root@RaspberryPi-Gateway: /rdklogs/logs# []

ADVSEClog. txt.0
ADVSEClog. txt.1
ArmConsolelog. txt.0
BootTime.log

CRlog. txt.0
CapDebug. txt

PAMlog. txt.0
PARODUSLog. txt.0
PSMlog. txt.0

SNMP. txt.0

SelfHeal. txt.0
SelfHealAggressive. txt
TDMLog. txt.0

TR6910g. txt.0

VLANManagerLog. txt.®
WANMANAGERLOG. tXt.0
WEBPALog. txt.0
WiFilog.txt.0
WiFilog.txt.1
XDNSlog. txt.0
dcmProcessing. log
denrfc.log

denscript.log
eth_telemetry. txt
lighttpderror.log
ocsp-support.log
response. txt
rtrouted.log
swupdate.log
telenetry.log

telemetry2_0.txt.o
telemetry2_0.txt.1
webui.log
wifiAnalytics. txt
wifiApps. txt
wifictri.txt
WUF{DMCLI. txt
wifiDb. txt

wifiHal.txt
wifiMgr. txt
wifiPsm. txt
wifinebConfig. txt
xconf_curl_httpcode
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